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Potential-distribution modules; system accessory

A wide range of accessory modules is available
for individual requirements of machine and plant
engineering. Various potential distribution modules
are available for the supply of sensors with 2- to 4-wire
connection technology directly from the remote I/O
system. These offer 16 "PUSH IN" potential points and
supply your application with any auxiliary potential
available. An empty module, where the system bus and
voltage supply are looped through, allows you to plan
expansion slots in a system and to start these up without
any interruptions if required.

General ordering data

 
Version End bracket, ,
Order No. 1346610000
Type UR20-EBK-ACC
GTIN (EAN) 4050118151596
Qty. 5 pc(s).
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Dimensions and weights
 
Net weight 51.56 g    
 

Classifications
 
ETIM 6.0 EC001041   ETIM 7.0 EC001041
ETIM 8.0 EC001041   ECLASS 9.0 27-14-11-35
ECLASS 9.1 27-14-11-35   ECLASS 10.0 27-14-11-35
ECLASS 11.0 27-14-11-35   ECLASS 12.0 27-14-11-35
 

Approvals
 
Approvals

ROHS Conform
 

Downloads
 
Engineering Data CAD data -- STEP
Engineering Data WSCAD, Zuken E3.S
Catalogues Catalogues in PDF-format
 



Data sheet
 

UR20-EBK-ACC Weidmüller Interface GmbH & Co. KG
Klingenbergstraße 26
D-32758 Detmold
Germany
 
www.weidmueller.com

Accessories
 

 

Creation date February 20, 2023 3:57:21 PM CET

  Catalogue status 03.02.2023 / We reserve the right to make technical changes. 3

EM 8/30 end bracket marker
  The EM 8/30 end bracket marker is suitable for labelling

the WEW 35/2 and ZEW 35/2 end brackets and
can also be used as a group tag carrier for W-series
terminals. The EM 8/30 can hold ESO 7/ESO 7P inlay
tags. The pocket reliably protects the printing against
environmental influences.
Inlay tags can be found under "Accessories".

General ordering data
VersionType EM 8/30

Order No. 1806120000
GTIN (EAN) 4032248275298
Qty. 50 pc(s).

EM, Terminal marker, 32.4 x 7.2 mm, Pitch in mm (P): 7.20
Weidmueller, Transparent

 


