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CONFIGURATION PLATING MATERIAL PART NUMBER

 ALL DIMENSIONS SHOWN ARE REFERENCE UNLESS STATED
     OTHERWISE.

 SELECTIVE TIN PLATING APPLIED TO ALL SURFACES IN AREAS
     SHOWN.

  3. DESIGNED TO BE INSERTED DIRECTLY INTO A PCB WITH AN
     INTERFERENCE FIT BETWEEN THE TERMINALS SOLDER LEGS
     AND THE RECOMMENDED PCB SLOT LAYOUT.

 PROPER TERMINAL SPACING CAN VARY DUE TO MANY FACTORS.
     TO VERIFY PROPER SPACING FOR YOUR APPLICATION PLEASE
     CONTACT TE PRODUCT ENGINEERING FOR A COMPLETE ANALYSIS.

 PART IS LUBRICATED, AND LUBRICANT MAY BE PRESENT ON
     ENTIRE PART SURFACE.  AVOID CONTACT WITH TERMINAL
     CONTACT ZONE DURING HANDLING TO AVOID REMOVING
     LUBRICANT FROM PART IN THIS AREA.

 THIS PRODUCT HAS NOT COMPLETED QUALIFICATION TESTING

  OF -Y-

  OF -X-

2388378-5 (LOOSE PIECED) 
SHOWN ABOVE

SCALE  5:1

RECOMMENDED PCB LAYOUT
SCALE  10:1
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2388378-4 (ON REEL) 
SHOWN ABOVE
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