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C-SIZE 73251

SMA JACK R/A PCB 
FOR IP66 SMA-J/RA PCB

 PRODUCT CUSTOMER DRAWING
DOCUMENT NUMBER DOC TYPE DOC PART REVISION

SD-73251-523 PSD 001 A1
MATERIAL NUMBER CUSTOMER SHEET NUMBER

732515230 GENERAL MARKET  1 OF 1

DIMENSION UNITS SCALE

HYBRID
GENERAL TOLERANCES
   (UNLESS SPECIFIED)

ANGULAR TOL ± 2.0 °

4 PLACES ±

3 PLACES ±

2 PLACES ±

1 PLACE ±

0 PLACES ±

DRAFT WHERE APPLICABLE
MUST REMAIN

WITHIN DIMENSIONS
FORMAT: master-tb-prod-C
REVISION: H
DATE: 2018/01/18
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6.40 ±0.25
.252 ±.010

9.70 ±0.25
.382 ±.010

12.80 ±0.25
.504 ±.010

15.69 ±0.25
.618 ±.010

21.40 ±0.25
.843 ±.010

SMA JACK
INTERFACE

1/4-36 UNS-2A

0.50 ±0.25
.020 ±.010

6.10 ±0.25
.240 ±.010

4 PLACES

3.00 ±0.25
.118 ±.010

9.60 ±0.25
.378 ±.010

⌀ 0.50 ±0.25
.020 ±.010

LOCKWASHER

HEX. 8.00 ±0.25
.315 ±.010

1.93 ±0.25
.076 ±.010

JAM NUT9.53 ±0.25
.375 ±.010

⌀

6.35 ±0.25
.250 ±.010

⌀

1.78 ±0.25
.070 ±.010

5.08 ±0.25
.200 ±.010

2.54 ±0.25
.100 ±.010

2.54 ±0.25
.100 ±.010

    5 PLACES

1.70 ±0.25
.067 ±.010

⌀

RECOMMENDED PCB
HOLE CONFIGURATION

6.10 ±0.25
.240 ±.010

6.50 ±0.25
.256 ±.010

⌀

RECOMMENDED PCB
HOLE CONFIGURATION

5.78 ±0.25
.228 ±.010

11.00 ±0.25
.433 ±.010

⌀

6.40 ±0.25
.252 ±.010

SQ

      4 PLACES

1.02 ±0.25
.040 ±.010

1.27 ±0.25
.050 ±.010

⌀

MATERIALS AND FINISHES

BODY, JAM NUT BRASS
PLATED GOLD

CENTER CONTACT BERYLLIUM COPPER
PLATED GOLD

INSULATOR TEFLON

GASKET SILICONE RUBBER

LOCKWASHER PHOSPHOR BRONZE
PLATING GOLD

NOTES:
1. FREQUENCY RANGE 0~12.4GHZ 
2. THE CONNECTOR MEET 48 HOURS SALT SPRAY.
3. THE CONNECTOR IS ROHS COMPLIANT PART

PS-89675-3460 PRODUCT SPEC.
SPECIFICATION DESCRIPTION

5.08 ±0.25
.200 ±.010


